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1 Installation CI58x-CN package

1.1 Content of software package

The delivered software package is an add-on for ABB PS501 Control Builder Plus V2.2.0 and consists of the
following parts:

- CI581-CN and CI582-CN configuration package for Control Builder Plus V2.2.0 (C158x-CN.package)
- This documentation

1.2 Installation of CI581-CN and CI582-CN configuration
package
The CI58x-CN configuration package will be installed in following steps:
1. If not already done, please install ABB PS501 Control Builder Plus V2.2.0.

2. Start ABB Control Builder Plus V2.2.0 (with Version profile V2.2.0)
Note: If you use PC with OS Windows 7, you need administrator rights for package installation.

3. Run “Tools” > “Package manager”
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4. Press button “Install new packages”
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and chose “CD or disk” and select the file “CI58x-CN.package” on your disk or stick.
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5. Press button “Open” and you get the following information:
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Package details:
Location:
CACEPYCiSS1-82-package CIS8x-CN,. package

MName:
Package faor installakion of CISSx-CM for wersion prafile ¥2,2.0

Yersion:
2.2.00

Yendor:
ABE Automation Products GrbH

Copyright:
Copyright 2010-2013 ABE, all rights reserved,

Description:
This package contains the components CISS1-CH and CISS2-CHN,
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6. Press button “Start installation”, agree to Linence agreement and select “Complete setup”
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{+ Complete setup
Al package components will be installed.

" Typical setup
The most commonly used package compaonents will be installed.
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7. The configuration files for CI1581-CN and CI1582-CN will be installed.
After installation you should get the following message:

&2 Installation - Setup Completed ) X|

Package for installation of CI58x-CN for wersion profile...

The package has been successfully installed. Click Finish to exit the wizard,

8. Press button “Finish” to finish the installation. In the Package manager the package for
C158x-CN is now added.
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9. Close the Package Manager and restart the Control Builder Plus.
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