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Bernhard Schmeing 
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Bayerische Hypo- und Vereinsbank AG 
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We, 
 ABB STOTZ-KONTAKT GmbH 

 D-69123 Heidelberg, Germany 
 
hereby confirm, that 
 

ABB’s Miniature Circuit Breakers together with the applicable accessories  
- bus bars and aux-contacts -  meet the requirements of  

NFF 16-101 and NFF 16-102 (see remark) 
to the below specified level. 

 
MCB-series I-Value F-Value Level 1) 

S200, S200M, S200L 2) I3 F2 2 
S200MT I2 F3 3 

S200P, S280UC I1 F1 4 
Aux-contacts  

S2C-S/H6R , S2C-H6R 
I2 F2 3 

S2C-H.. I3 F2 2 
S2C-Ax I2 F3 3 

  
1) as specified in NFF 16-101 / -102, see page 2, e.g. Level 3 can be used even in the driver cabin 
2) devices with thermoplastic housing, identified by Laser printing of front markings, major approvals 
printed on dome 

 

  
 

For details regarding materials see table on page 2 
 
 
This certificate is valid for production starting 2010 and replaces the former confirmations 
regarding NFF16 101/102-classification 
 
 
 
Heidelberg, May 25, 2010 
 

ABB STOTZ-KONTAKT GmbH 
Quality Management 

 
 
Dr. Wolfgang Doerrscheidt     … 
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Item 

Total mass 
per unit 

g 

   Total mass 

  of plastics 

g 

Weight of 
housing  

g 

Combustible 
mass2) 

g 

Type of 
material 

Classification 
acc. to UL94 

Classification 
acc. to NF F16 
101/-102 

 

Laboratory 

S200, S200M, 
S200L 

 
110 

 

 
41,8 

 
37,9 

 
32,4 

Ultramid 
A3UG5 grey 
32110 

 
V0 

 
I3 /  F2  

 

BASF 
06/244-1 

S200MT  125 55,3  51,7 43,4 Melopas 
MP183 

V0 I2 / F3  LNE J120472 
Feb. 2009 

S200P 
S280UC 

  
140 

  
60,1 

  
55,6 

  
44,5 

 
BMC 

 
V0 

 
I1 / F1 

LNE K020012 
Sept. 2009 

S2C-S/H6R 
S2C-H6R 

  
40 

  
24 

  
20 

  
17,8 

PC 
Xantar MX 
1094 grey 

 
V0 

 
I2 / F2 

 
ISSeP 
1494-3/2005 

S2C-H10 
S2C-H01 

  
7 

  
4 

  
4 

  
4 

 
PA6.6 

 
V0 

(I3 / F2) 
typical for PA6.6 

 

S2C-A1 
S2C-A2 

  
150 

  
55,3 

  
51,7 

  
43,4 

Melopas 
MP183 

 
V0 

 
I2 / F3 

LNE J120472 
Feb. 2009 

 

1) about 92% of the combustible material is related to the housing 
2) weight of housing minus inorganic filler material 

 

Requirements according the French standard 
   
Location / Function tables 
Outside the body shell 2 
Inside the body shell 
Maschinery room 

2 

Inside Driver's cab 3 
Inside or outside the bodyshell ; direct in contact with the voltage  
of ≥ 500V DC or ≥ 380 v AC; or on the influence of an electric arc 

4 

 
Tables : 

                        
   2        3        4     

                        
                        
 I0 I1 I2 I3 I4 NC   I0 I1 I2 I3 I4 NC   I0 I1 I2 I3 I4 NC  

F0        F0        F0        
F1        F1        F1        
F2        F2        F2        
F3        F3        F3        
F4        F4        F4        
F5        F5        F5        

                        
 

Flammability 

Sm
oke index 

Grey color not 
applicable 


