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Smart remote positioners
Reliable and accurate even 
under adverse conditions
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—
Smart remote positioners
   

The EDP300 and TZIDC series of digital 
positioners provide flexible and cost-  
effective valve management and control. 
They are now available as a remote  
version, delivering reliable and accurate 
results even under adverse conditions.  

•	 Position sensor and pneumatics/electronics installed  
in separate housings

•	 10 m (32 ft) cable length allow for high flexibility
•	 Higher vibration immunity 
•	 excellent accessibility
•	 increased protection class
•	 stainless steel housing

—
tZiDc remote sensor



—
Reliable and accurate
      

Max. 10 bar (1000 kPa)

Max. 403 normliter/h

4	to	80	kΩ

y = 0 to 100 %

4 to 20 mA

Using pneumatic actuators with  
integrated position sensor.

—
eDP300 control unit for remote sensor

—
eDP300 remote sensor
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© Copyright 2018 ABB. All rights reserved. 
Specifications subject to change without notice.

—
Contact

—
ABB Limited
Measurement & Analytics
Howard Road, St. Neots
Cambridgeshire, PE19 8EU, UK
Tel: +44 870 600 6122
Fax: +44 1480 213 339
Email: enquiries.mp.uk@gb.abb.com

ABB Inc.
Measurement & Analytics
125 E. County Line Road
Warminster, PA 18974, USA
Tel: +1 215 674 6000
Fax: +1 215 674 7183
Email: enquiries.mp.uk@gb.abb.com

ABB Automation Products GmbH
Measurement & Analytics
Schillerstr. 72
32425 Minden, Germany
Tel: +49 571 830-0
Fax: +49 571 830-1806

abb.com/measurement


