
Branch Current Monitoring 
CMS-700

Technical Data
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 Mounting of CMS sensors

Refer to instruction manual 2CCC481010M1001 or 2CCC481009M1001
(QR-Code see below)

 Warning

•   Use connectors only once
•   Connect a max. number of 32 sensors to each Control Unit CMS-Bus

 interface
•   Do not exceed a maximum flat cable length of 3 m
•   Flat cable should not exert force to the sensor, otherwise measuring

 errors are possible

Mark desired placement of connectors with a pen
Fig. 4

Press connector set with a parallel pliers together
Fig. 5

Plug connectors to Control Unit and sensors
Fig. 6

 System commissioning CMS-700 

Static access with default factory setting Details
1 Static IP address for PC 192.168.1.5
2 Subnet mask 255.255.255.0
3 Make sure that IP address in assigned 

LAN is not used twice, if needed adjust-
ment is required

192.168.1.X (X = 0..255)

4 DHCP access Hostname: CMS-700
5 Access to web user interface with 

Google Chrome
6 Default IP of Control Unit 192.168.1.200:8000
7 Please note user manual 

2CCC481011M0201
QR-Code see below

8 Download latest software version QR-Code see below
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Product overview 

Part Description
1 CMS-bus Interface
2 RS-485 (2-wire)
3 RJ45 LAN port
4 Power supply L1-N;  

Voltage measurement L1, L2, L3, N
5 External current transformer L1, L2, L3, L4/N

L

N

A      B
            S2S1

P1P1            

AA  
I1

AA  
I2

AA   
I3

   BA
I4/NL1

L1

L2

L3

N

L2 L3 N

Supply

3b

E245

CMS-700
Control Unit
Energy Monitor 96 Status

Network

Reset

A      B
RS485

CMC-BUS

LAN

Fallback IP 169.168.42.42;admin, admin

L1/Supply L2 L3 N
CT

ABB

l1

AA    

l2

AA    

l3

AA     

l4/N

AA    

0.56–0.8 Nm
4 lb-in

0.56–0.8 Nm
4 lb-in

0.56–0.8 Nm
4 lb-in

10
 m

m
0.

39
 in

ø 
m

ax
. 2

.5
 m

m
2

1x
 A

W
G 

24
-1

4

3a

Installation and Wiring diagram



2CCC481010M1001 2CCC481009M1001 2CCC481011M0101
Bedienungsanleitung

Software 
Logiciel

2CCC481011M0201 
User Manual 
Mode d’emploi

Dimensions and drawings

Additional Information
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